B AIRSOURCE Monitor - [c:\airproydetault.abk]

Eile.

Edit Magnagement Help

a Ophons

— INSTRUCTIONS: |

Set this screen to scan 0 minutes and 5 seconds.

Click to “Automatically activate scanning when program starts”.

The “Delimiter character for multiple contact names” does not change.
The “Address Book Export® tab does not change from the defaults.

Click “Save” from this screen.
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8a AIRSOURCE Monitor - [c:Aairpro\déefault.abk] = FF]ix]
Eile. Edit M t He!

NOTE: Scanning times of less than 1 minuta can adversely impact network and”
disk drive performance. Are you sure you would like to scan your profiles this

frequently?

¥ No

— INSTRUCTIONS: |

Click “Yes".

Proceed to next page.
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2+ AIRSOURCE Momtor [ Maurprohvdefault abk
it Sl Help

Frofiles

QOptions

Logfile

Qutbox...

Conhig CHul Oy
Modem...

Change Password
Onorators.. .
Database...

— INSTRUCTIONS: |

Proceed to next page.

Click “Management”, then “Config”.
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—1 INSTRUCTIONS: |

Click on the “Config Options” tab.
Click “Minimize Application on Startup”.
Click “Confirm Exit".

Proceed to next page.
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&NRSOURCE Monitor - [c:\airproVdefault abk]

—1 INSTRUCTIONS: |

Proceed to next page.

Click on the “Attachments” tab.

Make sure all boxes on this screen are turned off,
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Eile

Edit

— INSTRUCTIONS: |

Click on the “Additional Options® tab.

Turn off “Attach Message ID".

Proceed to next page.
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LAIRSDURCE Monitor - [c:¥airproydafauit. abk]
File Edit Management Help

— INSTRUCTIONS: |

Click on the “Engine” tab.

Proceed to next page.

Turn on “Enable Burst Paging”.
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— INSTRUCTIONS: |

Click on the “Qutbox” tab.
Enter “3" message attempts...
Turn off all “Notification Options™.

Proceed to next page.
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B AIRSOURCE Monitar - [c:\airprovdefault.abk]

— INSTRUCTIONS: |

Click on the “Back/Purge” tab.
Click both “Automatically clear...” and enter “1” in both boxes.
Click “Save”.

Proceed to next page.
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- AIRBOURCE Momtar [ \aurproydefault abk)
File Edit anagement PalEl

Frofiles

Options

Logfile

Qutbox...

Config... Ctri+0

Change Password
Operstors...
Database...

— INSTRUCTIONS: }

Proceed to next page.

Click “Management”, then “Modem”.
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&AIRSOURCE Monitor - [e-\airpro\defeult. abk]

dit M

t I

TQOVIEDXARC1 &D2AND&Q0%ENLKD?COS46=1208L3N

— INSTRUCTIONS: |

Click “Find” in the Modem Configuration and Setup box.

NOTE: The program should display the port your modem is using in the “COM port”
box. If the program does not find your modem COM port, close Airsource Monitor
and troubleshoot your system. When the modem is installed and running, re-launch
Airsource Monitor and proceed directly to “Management” then “Modem”.

Either select your modem from the “Modem Name” list, or use the wizard to config-
ure your modem,

NOTE: It seems to work best to select your modem from the “Modem Name” list.

Click “Test Modem Commands” to make sure the software is communicating with
your modem.

Proceed to next page.
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Ba AIRS OURCE Monitor - [c:Yairprot default abk] =]

—]{ INSTRUCTIONS: |

Click the “Dialing Setup” tab.,

Click “Tone”.

Click “Speaker On",

If you have a direct outside telephone line, click the “t don't need to dial ...” box.
If you have to dial a “9” to access an outside line, click the “Dial a 9..." box.

If you have to dial any other number to access an outside line, click the
“Dial ___] to access...” box and enter the appropriate number.

Proceed to next page.
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&MHSDUHEE Monitor - [e:\airpro\default_abk]
fle ERTTTTT

odem Management

— INSTRUCTIONS: |

Click the “Miscellaneous” tab.

Click “Use DTR...”.

Enter 60 seconds in the “Wait for Connect” “Seconds:” box.

Click “Save”.

Click the “Activate” button on the lower left corner of the Monitor screen.
Minimize the Airsource Monitor screen.

IMPORTANT: Alrsource Monitor must be running for the CPR lll Software to send
pages to your CPR2102 Time Switches.
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Power Schemes | Advanced | B3 HP Off |

A power scheme is 8 group of presst power options. Selecl the
power schame most appropriate for the wag you ae Lising your
computer,

~Power schemes
IAIways On gj

[ Save As... H Delete ]

r~ Settings for Always On power scheme

System standby:
. Tum off monitor: lNever L‘"J
Tumoff hard disks: ~ [Never [~}

E “““ ok ” Cancel ” Apply

— INSTRUCTIONS: |

Double click “My Computer”.

Double click “Control Panel”.

Double click “Power”.

Select “OFF" in Power Management.

Note: Your power management screen may vary from the one shown above.

Click “Apply”, then click "OK".

WARNING - WARNING - WARNING:

All power management features in Windows(tm) must be turned off. If your com-

puter goes to sleep as a result of power management, your CPR Il or CPR Ill Pager
Programmable Time Switch System may not operate.

Section 4, Page 1
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~ T echnician Pager - T achnician Pager

Disable Technician Pager
[ Enable Technician Pager

- Weab Basad Paging
[} Enable \Web Based Paging

i Setup Web Based Paging |

 Pager Carrier
Modem Access Number

18001234 :

PIN Number Baud Rate

! Display City Code Information | | 2ndPagerCarier | | 0K | | Hep |

— INSTRUCTIONS: |
Launch CPR I},

Click “Utilities”, then “Comm Setup”.
Enter the pager carrier modem access number and the PIN number.

NOTE: See Section 3, Page 20 if you have to dial an 8 or 9 {0 access an outside phone
fine.

Most pager carrier modems operate at 1200 baud. If your pager carrier operates at a
different baud rate, select the appropriate baud rate from the pull-down list.

If you are using the Technician Pager feature, click “Enable Technician Pager” and enter
the modem access number, technician name/s and PIN number/s, and the message to
send. You can select any of your technicians to receive the tech page by clicking the box
next to their name.

If you are using the Web Based Paging feature, click “Enable Web Based Paging” then
click the "Setup Web Based Paging” button to enter the appropriate information.

Click “OK". Proceed to next page.
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Communicalions Setup

- Technician Pager
[ Disable Technician Pager
Enable Technician Pager
Modem Access Humber

T

@ Changed Data

r- Technician Pager

Technician PIN Number
2 |Gene Fioyd i |es77aes ;
[J |Les Trammel | 122334 !
[ [Jem Priester I 4455667

|

The PIN nf Phone number have changed. Do you want to save these changes?

Send this massage to vour technician,

[CPR Pager faled to verify message. |
PIN Number Baud Rate
n g Test Technician Pags: I
g Display City Code Infarmation I § 2nd Pager Carrist I E 0K I i Help I

—{INSTRUCTIONS: |}

Click “Yes” to save changes.

Proceed to next page.
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[venty

~ Varify Parameters

- Wetity Delay Time

75Seconds i~

(time software weits to resend a pagae if itis not verified)

Varily Attempts
I

(number ot imes the software resends & page if it is notverified)

Page Count

P.I

(number of imes the page is sent and verified)

COM Port
K-

(COM Portused by the verify unit)

{"1 Diseble Varily

i 0K | [ MHelp I

—{ INSTRUCTIONS: |

From “Utilities™ click “Verify Setup”.

Select the “Verify Time Delay” from 60 to 180 seconds. This is the time the CPR I
software will wait for the message sent to the pager carrier to be verified (typical selec-
tion is 75 seconds).

Select the number of “Verify Attempts” from 3 to 9. This is the number of times CPR I
will call the pager carrier if the message is not verified within the Verify Delay Time
(typical selection is 5 Verify Attempts).

Select the “Page Count” from 1 to 5. This is the number of times CPR Ill will send a
successful (verified) message to the pager carrier (typical selection is 3 counts).

Select the “COM Port” that your CPR2102 Verify Unit is connected to on your computer.
IMPORTANT: Do not select the sama COM port used by your modem!

Click “OK" to save your settings.

Proceed to next page.
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VYerify Setup

— Verify Parameters

Verity Delay Tima

(time software waits to resend a page if itis not verified)

Yerify Aftempts

[hsabile \v"l!(If';_’;‘_“mm R

Are you sure you want to disable the verify function. This will cause pages to be made
without verification.

COM Port
COom2

(COM Port used by the verily unit)

Disable Yerify

oo | 1 Hes ]

— INSTRUCTIONS: |

NOTE: There may be a time when you must run your CPR il system without a
CPR2102 Verify Unit. This situation may arise if the CPR2102 Verify Unit malfunctions
and a spare unit is not available.

It is NOT recommended to operate your CPR Il system without Verify.

To run your CPR Il System without a CPR2102 Verify Unit follow these steps:

From “Verify Setup” click “Disable Verify”".

Click “Yes” to disable Verify. Proceed to the next page.

Click “No” to return to the Verify Setup screen.
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Y oenty Setup

= Verify Parametars

Page Delay Time

Page Count

2 M

¥ Disable Verify

ok | | Hep |

—1 INSTRUCTIONS: |

It is NOT recommended to operate your CPR Ill system without Verify. To re-enable
Verlfy, click the “Disable Verify” button off.

Select the “Page Delay Time” from 60 to 180 seconds. This is the time the CPR IlI
software will wait before automatically sending another page {(up to the number
selected for Page Count).

Select the “Page Count” from 1 to 4. This is the number of times CPR Il will send
the same message to the pager carrier.

Click “OK” to save your settings.
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RTC Pager Programmable Time Switch System

Utilities

Comm Setup

{download Time Switch Setup over Pager)

COM Font

(download Time Switch Setup fram COM por)

— INSTRUCTIONS: |

Note: There are three ways to download the program fo your CPR2102 Time
Switches. One is by sending a page via the computer modem; another is by con-
necting the time swilch to a COM port with a CPR Download Cable

(RTC P/N 500518) and downloading directly from the computer and the third is by
using the PaimPilot. :

IMPORTANT: When a program has been downloaded to the fime switch, you must
wait af least 60 seconds before disconnecting powsr. If you disconnect power foo
soon, the time switch will not remember the program.

To download programming to a CPR2102 Time Switch from a laptop or desktop
computer Click “Utilities”, then “Time Switch Setup”.

Select “Modem” to download over the paging network, or “COM Port” to download
directly from the computer.
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