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Part Number 502364HB
TWO-PLATE CABINET HINGE BRACKET

RTC’s two-plate cabinet hinge bracket makes installing cabinets safe and easy. Simply band the 
“pole plate” to any 4-1/2" O.D., Unistrut™, or wooden pole and secure the “cabinet plate” to 
the cabinet with the provided hardware. The two stainless steel cylinders on the “pole plate” fit 
on top of the stainless steel pins on the “cabinet plate.” After the cabinet components have been 
wired through the wiring holes and gaskets, the hinge allows the cabinet to rotate and the bracket 
to close. The two plates are secured together with a counter-sunk, vandal-resistant bolt using the 
provided 3/16" Allen wrench.
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HINGE BRACKET FEATURES: 
— Safer and easier cabinet installation

— Eliminates lifting of heavy cabinets while banding

— Light weight, two-plate hinge bracket

— Compatible with 4-1/2"-plus aluminum, 2" Unistrut™ and 5"-plus wooden poles

— Gaskets for easy, water-resistant component wiring

— Secured with vandal-resistant Allen screw and wrench

CABINET PLATE FEATURES: 
— 1/8" 5052 natural aluminum 
— 5-1/4" x 13" plate with two 21/64" pin cylinders
— Screw plate: 1/4" guage, 1-3/4" W x 2" L, counter-sunk 
— Furnished rectangular gasket for the wire opening bracket

POLE PLATE FEATURES: 
— 1/8" 5052 natural aluminum
— 5" x 13" with two 5/16" stainless steel pins
— Threaded screw plate: 1" x 1" 
— 1-5/8" wire opening with grommets
— Bracket stands 1-3/4" off pole and is bent to conform to 4-1/2" pole diameter with three sets of 1-1/2" x 5/16" banding slots.  
 Middle slot is centered within the 13" length and 3/4" off pole side of bracket. The other slot pairs are 3-1/8" center to center 
 from the middle slot pair.
— Four 7/16" openings with 2" centers line up with the one 1-5/8" wire opening on cabinet plate and fits 2" Unistrut™ poles.

STEP 1: 
Band the pole plate to the pole and bolt 
the cabinet plate to the cabinet.

STEP 2: 
Place the cabinet plate holes on the 
cylinders of the pole plate, allowing the 
cabinet to be suspended while installation 
is completed.

STEP 3: 
Rotate the hinge bracket and secure the 
two bracket plates together using the 
provided Allen screw and wrench.
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